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Airpressure 
for the 
periodic cleaning of the 
flow-sensor. 

p - FLOW-SENSOR  TYPE: PDF 
 

e.g.: Flow of the air 

Analogue output 

p - SENSOR-TRANSMITTER TYP: DMC 
(also available without digital display) 
 

Converts the measured p of the flow-
sensor to an analogue signal of  
0-10 V, 0-20 mA or 4-20 mA.  

p - PIPE-CLEANER TYPE: PPC 
(not necessary in all applications, e.g.: clean air) 
 
The PPC periodical cleanes the flow-sensor with 
compressed air. 
 
During cleaning, compressed air is blown through 

the p-measuring-pipes to the flow-sensor and 

the p-measuring-pipes to the SENSOR-
TRANSMITTER are closed.  
The cleaning cycles can be set with the 
potentiometers PULSE and INTERVAL.   

p-mesuring 
pipes 

 

p-measuring 
pipes 

Connector: 

RK or UK 

Connector: 

LK or OK 

PDF-Flow-Sensor installation in 

pipeline: 

 

1.  horizontal pipeline: 
 

1.1 Cennector LK (left chamber) 
install to the left. 

1.2 Connector RK (right chamber) 
     install to the right. 
1.3. The + connection of the 

measuring instrument must be 
connected to the side that is 
installed in direction where the 
flow comes from. 

2.  vertical pipeline: 
 

2.1 Connector OK (upper chamber) 
install upwards. 

2.2 Connector UK (lower chaber) 
     install downwards. 
2.3. The + connection of the 

measuring instrument must be 
connected to the side that is 
installed in direction where the 
flow comes from. 

 
 
 
 
 
 
 
 
 
 
 
 
 


